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1 Introduction
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Figure 1.1 Layout and dimension of Group Destination Control motherboard BL2000-QKB-V3

BL2000-QKB-V3 is an advanced and intelligent Group Destination Control System. The
advantages of group destination control systemare:

1. Prior to assigning the elevator service, the target floors to be reached by the passenger
sand the number of passengers is already known, hence, the operational efficiency is
improved, and waiting time isreduced.

2. It has great advantage when using centralized scheduling for intensive crowded floors, it
can effectively divert passengers and to speed up the dispatching of passengers.

3. Immediately forecast passengers to take the elevator number, guiding passengers to
service elevators, delighting the passengers, avoiding passengers always monitor all the

elevatorto service and the direction of operation and then choose toride on the elevator.

Group Destination Control System has integrated the expert system and fuzzy logic control
system, and other optimization scheduling algorithm, based on CAN bus communication technology

to ensure that the Group Destination Control Systemis always in high efficientand safe operation.
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2 User Guide for Group Destination Control System

2.1 SystemBlock Diagram

Destination Group

Controller
CAN1 CAN2
Elevator Elevator
Controller Controller
Nth floor display Nth floor display
Nth floor Nth floor
pane! selector —* Ranel selector
Nth floor hall call Nth floor hall call
3rd floor display 3rd floor 3rd floor display 3rd floor
panel lector ® panel
3rd floor hall call selector 3rd floor hall call selector
2nd floor display 2nd floor 2nd floor display 2nd floor
panel selector % panel selector
2nd floor hall call 2nd floor hall call
1st floor display 1st floor 1st floor display 1st floor
panel selector [—® panel selector
1st floor hall call 1st floor hall call
Car Control Board and Car Control Board and
Destination Floor Display Destination Floor Display

Figure 2.1 Group Destination Controller — Communication Network and System Block Diagram

2.2 System Configuration

2.2.1 Group Control Board
1. UsingST industrial control microcontroller;
2. Using CAN Bus for serial communication;
3. Equipped with RS232 port (connecting to PC through this interface, to check the call response

and each elevator status).

2.2.2 LCD Floor Selector

1. UsingPhilips32-bitindustrial control microcontroller;
2. Using CAN bus for serial communication;

3. Keyboard type of operationand LCD display.

2.2.3 Scope of Application

1. Control method: Elevator selective-collectivecontrol, 2 to 8 car group control;

2.  Maximum number of floors: 64 floors
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Table 2.3 The functions of the keys

Key Description
Menu | Unconditionally returnto main menu.
Enter | To enterto the nextlevel of menu, to confirm the modified value
Esc | To escape to the upperlevel of menu orto cancel the amendment.
> Rightscrolling cursor or to view communication or group status in main menu.
A To scroll up one screen, toincrease parametervalue by one orto select YES (ON).
\Y To scroll down one screen, to decrease parametervalue by one orto select NO ( OFF).

Group control board (QKB) uses the LCD display and keypad operation to set the group control
system operating modes, hall call up and down, car call availabilities, system date and time, On duty
and Off duty times, and to view each elevator running status.

2.4 LCD Display Flowchart and Description
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Figure 2.4 LCD Display and Set Flowchart
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2.5 LCD Keypad Display Description

Running direction ———]

Current floor

numher

'AlBCDEFGH

—

1 23 4 2 * 19% —]

L Elevator number

Elevator Group
Comm. Error

A, B, C, D, E, F, Gand H are representing the eight elevator numbers within the group control;

the arrow beside each is indicating the elevator traveling direction; the number or alphabet below

each elevator number is indicating the current actual floor number; if an asterisk (*) is indicated

under the elevator number, it means there is communication error or abnormal with the group

control, or group control function of the elevator has been see to “NO”, or “Group able set” is set to

“NO".

2.6 Group Control Status and Communication

Balance mode

soonestaspossible.

On duty mode

settime.

Off duty mode

Balance mode
Sys:ok 000 000

are assigned to serve down traffic.

Sys: ok
Sys:ET

: Group control communicationis normal.

2.7 Each Elevator Status and Description

Elevator State

Enter

: Group control communication isabnormal.

Elevator State
A-Enter

Enter

A

| 1

Elevator State
H-Enter
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A0O
A04

AO01
A05

A02
A06

A03
AO07

A08
Al12

A09
Al13

Al10
Al4

All
Al15

Al6
A20

Al7
A21

A18
A22

A19
A23

: Hall calls are being divided into groups so as to serve the hall call registration as

: Elevators are assigned to homing floor to serve up peak traffic during the pre-

: One elevatoris assigned to serve up traffic, the rest of the elevator in the group
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Table 2.4 Elevator Status and Description (X represents elevator numbers A~H)

Iltem Description ltem Description Item Description

X00 | Serial electriclock X08 Over Load X16 Load Weighing Fault

X01 Total Control X09 Light Load X17 COP Comm. Fault

X02 Inspection X10 Full Load X18 --

X03 Door Interlock X11 Attendant Y/N X19 Emergency Stop
Contact

X04 Speed Change X12 Error X20 Door Zone

X05 Running X13 Fireman X21 Door Fault

X06 Down Direction X14 VIP X22 Door Open Fault

X07 Up Direction X15 Buzzer X23 Door Close Fault

Shenyang Bluelight New Generation Technology Co., Ltd







BL2000-QKB-V3 Destination Group Control System User Manual

2.11.2 S.X.N quotient

The value K1, K2 and K3 are for internal use, do not change the factory setting. (Note: “S” = Up
Hall Call, “X”” = Down Hall Call and “N” = Car Call)

2.11.3 Mode Select

Mode Select

Mode O : Spare, not used.

Mode 1  :OnDuty Mode; if “Yes”, during the pre-set “On Duty” time, the Group system will enter
the On Duty Mode.

Mode 2 : Off Duty Mode; if “Yes”, during the pre-set “Off Duty” time, the Group system will
enterthe Off Duty Mode.

When “On Duty Mode” is set to “Yes”, during the prefix start working hours, the group control
systemwill enter On Duty mode;

When “Off Duty Mode” is set to “Yes”, during the prefix finish working hours, the group control
systemwill enter Off Duty mode;

If “On Duty Mode” is set to “No”, the group control system will never enter On Duty mode;
similarly, if “Off Duty Mode” issetto “No”, the group control system will never enter Off Duty mode.

If both “On Duty Mode” and “Off Duty Mode” are set to “No”, then the group control system

will be operated in averaging running mode.
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2.11.4 Set System Time

Thisis to display and to set the systemdate & time; YY-MM-DD  HH:MM

Set Time
16-03-16 08:18

2.11.5 Set On Duty Time / Off Duty Time

S Start Time Start time for On Duty Mode
08:20

(S)gs:tzoop Time Stop time for On Duty Mode
>1(68:t2a(;rt Time Start time for Off Duty Mode
>1(7S:t200p Time Stop time for Off Duty Mode

When “On Duty Mode” is set to “Yes”, group control system will enter On Duty mode between
the start and stop On Duty mode times.

When “Off Duty Mode” is set to “Yes”, group control system will enter Off Duty mode between
the start and stop Off Duty mode times.

2.11.6 Set Non-Stop Floor

A: Stop Floor
Enter

t 3

B: Stop Floor
Enter

C: Stop Floor
Enter

|
I
1 A 4

H: Stop Floor
Enter

A T
|
I

Shenyang Bluelight New Generation Technology Co., Ltd



BL2000-QKB-V3 Destination Group Control System User Manual

If there are any non-stop floors setting required in the Group control system, the non-stop floor
settingin every main control board must be like the settingin Group control system.

Please be noted that the Main control board is using actual floor number(s) in the non-stop
floor setup, whereas, the Group control system is using absolute floor number(s) in the non-stop
floor setup (Refer to Chapter 2.12 for Group Control Elevator Bottom Floor Setting). If the setup of
non-stop floor is wrong (non-stop floor set in Main control board is not corresponding to the non-
stop floor setin Group control system), the group control system will not be able to distribute the

servicing elevators properly or unable to achieve destination control purposes.

2.11.7
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2.13 Group Control Elevator Passenger Full Setting

This function is for setting the full load capacity (also known as the rated number of passenger)
of each elevator in the group destination control, this will enhance the handling of passenger, and to
optimize the distribution of the passengers entering the car according to the current operating range.

The defaultsettingis 13 Persons, it must be set according to the actual rated capacity.

2.14 Regular Hall Operation Panel Configuration Option for Each Floor

This function configures whether to use regular hall operation panel for group control hall

calling of each individual floor (not using destination floor selector). For every floor that is using

Shenyang Bluelight New Generation Technology Co., Ltd
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Among multiple elevators, if some serve negative (underground) floors and the number of
these floors varies, the elevator serving the most negative floors shall be designated as Elevator A.
The one serving the second-most becomes Elevator B, then Elevator C, and so on.

If the number of negative floors isidentical, the elevator with the highest total number of floors
shall be designated as Elevator A.

In the absence of the above conditions, the elevator numbering can be assigned arbitrarily.

2.20 Controller Parameter Settings Requirement for Group Control
1. F1-24 Parallel (Used to the elevator number of group-controlling as the group controlling is
enabled.) No.Oto7isfor the elevatornumberAto H.

2. F1-25 Twins Control. Set this parameteras 0 to disable the twins controlling.

3. F1-26 Group Control. Setthis parameteras 1 to enable the group controlling.

Shenyang Bluelight New Generation Technology Co., Ltd
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3 Destination Control Floor Selector Installation and Usage

3.1 SJT-MBC-V1 Destination Control Floor Selector Introduction

The following pictures show the photos of the Floor Selector:

. “'n L {
- P|ea§?%\
\ Destination "lw

Floor

Figure 3.1 Floor Selector Physical Map

The Destination Control Floor Selector consists of display board, metal keyboard, and metal
casing.

Destination Control is an advanced elevator group controlling. By using the Destination Control
Floor Selector for the hall call registration, passenger can just enter the target floor number, and

then the systemwill assign an elevator numberto serve himor her.

3.1.1 Dimension

-
p . i . 4 v . . [ _—

Figure 3.2 Floor Selector Size Diagram
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3.1.2 Instruction

3.1.2.1 Interface of Floor Selector without Entering Number of Passenger

Figure 3.3 Interface of Floor Selector without Entering Number of Passenger

Above picture shows the Destination Control Floor Selector interface without the input of
Number of Passenger. At this interface, it accepts the passenger to enter the target floor, and to
confirm the selection by pressing “Enter” key, then the system will response with it and designate
the service elevator by displaying elevator number/ character (A, B, C ...).

The floorselection sequences are as the following:

Step.1: Input the target floor Step.2: Waitingfor distribution Step.3: Elevator Ais assigned, walk to the left.

Figure 3.4 Selection Sequences of Floor Selector without Entering Number of Passenger

3.1.2.2 Interface of Floor Selector with Entering Number of Passenger

]

Figure 3.5 Interface of Floor Selector with Entering Number of Passenger
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Above picture shows the Destination Control Floor Selector interface with the input of Number

of Passenger. Atthisinterface, the procedure of entering as follows:

(1) Itaccepts the passenger to enter the target floor,and then press “Enter” to confirm,and

(2) And then input the number of passenger ( 1 to 9 people) coming along with him/her, and then again
pressing “Enter” key to confirm

The floor selection sequences are as the following:

WAITINGH Il
il

12

Step.l:Inputthe target floor  Step.2:Input number of passenger Step.3:ElevatorBis assigned, walkto the right.
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Table 3.1 Parameter Configuration Specification

1 Set Floor

Shenyang Bluelight New Generation Technology Co., Ltd



BL2000-QKB-V3 Destination Group Control System User Manual

Table 3.1 Parameter Configuration Specification (Cont'd)

e

Change Elevator n
Position

Note:
n=123,45,6,7,8

To change the elevator position
distributed (according to the
arrow pointing direction), by
using the keyboard “0” to “6” to
select different arrow directions,
press Enter key to confirm the
selection.

Show Configuration
Information

Press “1” to select Keyboard
configuration sub-menu; press
“2” to select Floor configuration
sub-menu. After selection, press
Enter key to enter the sub-menu.

2 SGURAT TON " INFORMATL LUN
KEYBOARD CONFIGURAT TN

Show Keyboard
Configuration

Show Floor

10 Configuration

Shenyang Bluelight New Generation Technology Co., Ltd

It shows the  keyboard
configuration; the configuration
information is stored in the
internal Flash as a configuration
file and can only be displayed but
cannot be changed through this
interface.

It shows the floor configuration;
the configuration information is
stored in the internal Flash as a
configuration file and
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3.1.2.4 Keyboard Checking Interface
At disconnect the power source situation, short the jumper JC and then power up, it will

enterto Floor Selectorkeyboard checkinginterface, as shown in the following:

W MY VYR TANT

Figure 3.8 Jumper of JC Keyboard Checking Interface

In this interface, user can perform keyboard checking, the display will show the value of the

correspondingkey being pressed, and the values are as following:

Table 3.2 Key Value Comparison

Key
Symbol

Shenyang Bluelight New Generation Technology Co., Ltd
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3.2 SJT-EPAD-
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Destination group control systemis an advanced elevator group control method. This productis
used as hall call board indestination group control system; passengers only need to press a target
floorfrom screen keyboard, then the elevator number that serve this call will be replied on the

screen.

32.1 Dimension

p e

L

7SS S SN

-

7

Figure 3.12 SJT-CAN-232/485-V1 Installation Dimension Diagram
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3.2.2 Instruction

3.2.2.1 Interface of Floor Selectorwithout Entering Number of Passenger

Figure 3.13 Interface of Floor Selector without Entering Number of Passenger

Above picture shows the Destination Control Floor Selector (9.7-inch) interface without the

input of Number of Passenger

Shenyang Bluelight New Generation Technology Co., Ltd
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3.2.2.2 Interface of Floor Selectorwith Entering Number of Passenger

Figure 3.15 Interface of Floor Selector with Entering Number of Passenger

Above picture shows the Destination Control Floor Selector (9.7-
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In this interface, set the
arrow direction of elevator
2.Elevator location A-

config

Shenyang Bluelight New Generation Technology Co., Ltd
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323

below:

Digital Tube Display: Click AN1 once, parameter
. . 00 Invalide value plus 1.
Digital Tube |Click AN2 0l Save Keep pressing AN1, parameter
Display FO >0 Ccancel continue |n'creasmg.
< 03 Reset Keep pressing ANZ, parameter
continue decreasing.
Click
‘}ANl
Click AN1 once, parameter
- . ) value plus 1.
Digital Tube Click AN2|Digital Tube Display: Keep pressing AN1, parameter
X — | Total floor number . . .
Display F1 01-64 continue increasing.
< Keep pressing AN2, parameter
continue decreasing.
Click
N
Click AN1 once, parameter
N Click AN2 Digital Tupe Display: value plus 1
Digital Tube »|Floorsetting floor Keep pressing AN1, parameter
Display F1 number continue increasing.
01-64 Keep pressing AN2, parameter
continue decreasing.
Click
ke
Click AN1 once, parameter
Digital Tube Display: value plus 1.
Digital Tube |Click ANZINumber setting floor (Keep pressing AN, parameter
Display F1 selector number continue increasing.
< 01-08 Keep pressing AN2, parameter
continue decreasing.

Figure 3.18 SJIT-CAN-232/485-V1(507_99) Parameter Setting Procedure

Wiring Description

Connecting SJT-EPAD-097-QK and SJT-CAN-232/485-V1 with control system, the wiring is as

ot

—
e [ i

Figure 3.19 System Wiring Diagram
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4 Cabin Vertical Display Installation and Description

4.1 Function Description

Primary Function: Used for registering and displaying the target floor of the current elevator.
Note: For the BL2000-HBH-N4 series display board, the CAN communication line must be

connected to the single-elevator communication port, not to the destination-based group control

X

A

communication.

4.2 Product Appearance and Installation Dimensions

Figure 4.1 Vertical Display Board and Display Board beinginstalled at the Cabin Front Return Panel

Shenyang Bluelight New Generation Technology Co., Ltd



BL2000-QKB-V3 Destination Group Control System User Manual

Figure 4.2 Installation dimension drawing

Different models will have different dimensions, please refer to the drawing provided by Technical

department.
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5 Installation and Operation Instructions for Hall Destination
Floor Display

5.1 Function Description
The Hall Destination Floor Display (Model BL2000-HBH-N5.X) is designed for use in destination-

based group control systems. Its primary function is to indicate the floor information that the

assigned elevatorisscheduled toserve.

5.2 Product Appearance and Installation Dimensions

] |
'o.‘.oooooo{oooooo.“oooooo}ooooooooo

Figure 5.1 BL2000-HBH-N5.X

T
S al

Figure 5.2 Dimension of BL2000-HBH-N5.X
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