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BL2000-HAH-M2.2 Dimensional Drawing 

 

 

 

Dimensional Drawing of the front                     Dimensional Drawing of side  

 

 

 

Dimensional Drawing of the back  

 

 

 

 

 

Note: Dimensions of installation baseboard refer to Appendix C -figure 1 for details. 



Model Selection Manual for Bluelight Display Board                                                    Shenyang Bluelight New Generation Technology Co., Ltd 

4 
 

 

Model BL2000-HAH-B9.1 
Order information on: contact the sales 

manager to confirm 

Type of matrix Round dot matrix 

   

Display direction Vertical 

Dimensions of PCB 150mm*65mm*23mm 
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BL2000-HAH-M4.1/FJ-HTB-V9.1Dimensional Drawing 

 

Dimensional drawing of the front                Dimensional Drawing of side 

 

BL2000-HAH-M4.1 Dimensional Drawing of the back 

   

FJ-HTB-V9.1 Dimensional Drawing of the back 

 

 

Note: Dimensions of installation baseboard refer to Appendix C -figure 1 for details. 
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Model BL2000-HAH-N1.6 
Order information on: A1 conventional supply 

cycle.B1/A2/B2 contact the sales manager to confirm 

Type of dot matrix Round/ Square  dot matrix 

 

Display direction Vertical 

DIMENSIONS OF PCB 147mm*56mm*8.5mm 

Dimensions of Installation 
Baseboard   

No installation baseboard 

LED Pilot Lamp (Optional) Left/right 

Information for similar type 

Model Display color PCB COLOR 

BL2000-HAH-N1.6 A1/B1/ A2/B2 red /orange green 

Terminal definition and function description 

Terminal 
Terminal 

specifications 
Function 

Pin definition 

1 2 3 4 

PW 3.96-4 90° 
Power 

&communication 
24V GND CANH CANL 

SH 2.54-4 90° Up call button Up call answer(SD) 24V 24V Up call input(SH) 

XH 2.54-4 90° Down call button Down call answer(XD) 24V 24V Down call input(XH) 

BY 2.54-4 90° Serial input port 24V 
Serial electric lock 

input (DS) 
24V 
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BL2000-HAH-N1.6 Dimensional Drawing 

 

 Dimensional Drawing of the front                                Dimensional Drawing of side  

  
Dimensional Drawing of the back  
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Model BL2000-HAH-N6.1 
Order information on：A2 conventional supply cycle, 

contact the sales manager to confirm 

Type of dot matrix Round /Square dot matrix 

 

Display direction Vertical 

DIMENSIONS OF PCB 134mm*76mm*7.5mm 

Dimensions of Installation 
Baseboard   

No installation baseboard 

LED Pilot Lamp None  
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BL2000-HAH-N6.1Dimensional Drawing 

unit：mm 

 

BL2000-HAH-N6.1 A1 / BL2000-HAH-N6.1 B1      BL2000-HAH-N6.1 A2 / BL2000-HAH-N6.1 B2 

Dimensional Drawing of the front                        Dimensional Drawing of side 

 

 Dimensional Drawing of the back  
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BL2000-HAH-E9.1 Dimensional Drawing 

 

 
Dimensional Drawing of the front                           Dimensional Drawing of side 

 

 
Dimensional Drawing of the back 
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Model BL2000-HBH-C9.1 
Order information on：red ：conventional 

supply cycle  orange：contact the  sales 

manager to confirm 

Type of dot matrix Square dot matrix 

  

Display direction Horizontal 

DIMENSIONS OF PCB 70mm*151mm*21mm 

Dimensions of Installation Baseboard   No installation baseboard  
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BL2000-HBH-C9.1Dimensional Drawing 

 

Dimensional Drawing of the front                                        

      

Dimensional Drawing of side 

 

 

Dimensional Drawing of the back 

 



Model Selection Manual for Bluelight Display Board



Model Selection Manual for Bluelight Display Board                                                    Shenyang Bluelight New Generation Technology Co., Ltd 

17 
 

 

BL2000-HBH-N2.2 Dimensional Drawing 

 

 

  
                 

 Dimensional Drawing of the front                       Dimensional Drawing of side 

 

 

 

Dimensional Drawing of the back 
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Model 
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LCD panel 
Model BL2000-MBQ-V4.3 Order Information: Conventional supply cycle 

LCD type 8 inch TFT ture color 

  

Display direction Horizontal/Vertical 

DIMENSIONS OF PCB 155mm*216mm*24mm 

Dimensions of Installation Baseboard   none 

Information for similar type 

Model Display color PCB COLOR 

BL2000-MBQ-V4.3S Ture color Green  

Terminal definition and function description 

Terminal 
Terminal 

specifications 
Function  

Pin definition 

1 2 3 4 

PW(J1) 3.96-4 180° Power &communication 24V GND CANH CANL 

SH(J5)
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BL2000-MBQ-V4.3 Dimensional Drawing 

 

 

 

Dimensional Drawing of the front                            Dimensional Drawing of side 

 

 
Dimensional Drawing of the back 

 



Model Selection Manual for Bluelight Display Board                                                    Shenyang Bluelight New Generation Technology Co., Ltd 

22 
 

Model BL2000-HEH-L4 
Order information on： 
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BL2000-HEH-L4 L Dimensional Drawing
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Model BL2000-HEH-M2.3 Order information on：conventional supply cycle 

LCD type 5.6inch TFT ture color 

   

Display direction Horizontal/Vertical 

DIMENSIONS OF PCB 122mm*152mm*26.5mm 

Dimensions of Installation Baseboard   None  

Information for similar type 

Model Display color PCB COLOR 

—— —— Green  

Terminal definition and function description 

Terminal 
Terminal 

specifications 
Function  

Pin definition 

1 2 3 4 

PW(J1) 3.96-4 180° Power &communication 24V GND CANH CANL 

SH(J5) 2.54-4 180° Up call port Up call answer(SD) 24V 24V Up call input(SH) 

XH(J6) 2.54-4 180° Down call port 
Down call 

answer(XD) 
24V 24V Down call input(XH) 

DS-XF 
(J7) 

2.54-4 180° 
Serial parking and fire 

input 
24V 

Serial parking 
input(DS-8 re
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BL2000-HEH-M2.3 
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BL2000-HEH-N2.3 Dimensional Drawing 

 

 

Dimensional Drawing of the front                     Dimensional Drawing of side 

 

 

Dimensional Drawing of the back 

 

 

 

 

Note: Refer to fig.2 in Appendix C for the dimensions of installation baseboard. 
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Model BL2000-HEH-N4.5 
Order information on: B conventional supply 

cycle.C/D contact the sales manager to confirm 

Display type Segment display 

 

Display direction Vertical 

DIMENSIONS OF PCB 134mm*72mm*7.5mm 

Dimensions of Installation Baseboard   No installation baseboard  

Information for similar type 

Model Display color PCB COLOR 

BL2000-HEH-N4.5 B/C/D  
White character with black background /Orange 
character with black background / Orange-green 

character with black background 
Black  

Terminal definition and function description 

Terminal  Function  
Pin definition 

1 2 3 4 

PW Power &communication 24V GND CANH CANL 

SH Up call port Up call answer(SD) 24V 24V Up call input(SH) 

XH Down call port Down call answer(XD) 24V 24V Down call input(XH) 

J1 Serial input port 24V Serial parking input(DS) 24V Serial fire service(XF) 

J2 Arrival output port 
Up arrival lamp 

output(SDZ) 
Down arrival lamp 

output(XDZ) 
Arrival bell output(DZZ) GND 

S1 
SERIAL COMMUNICATION 

TERMINAL RESISTOR 
JUMPER 

Short jumper to connect serial communication resistor. 

SZ Address jumper setting
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BL2000-HEH-N4.5 Dimensional Drawing 

unit：mm 

 

      
Dimensional Drawing of the front        Dimensional Drawing of side             Display Dimensional Drawing  

 

 

   Dimensional Drawing of the back 
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Model BL2000-HEH-N6 Order Information: Conventional supply cycle 

Display type Segment display 

     

Display direction Vertical 

DIMENSIONS OF PCB 140mm*140mm*12mm 

Dimensions of Installation Baseboard   No installation baseboard  

Information for similar type 

Model Display color PCB COLOR 

BL2000-HEH-N6 B/C/D  
White character with Black background / Orange 

character with black background / Orange-green 

character with black background 
Black 

Terminal definition and function description 

Terminal Function 
Pin definition 

1 2 3 4 

PW Power &communication 24V GND CANH CANL 

PW1 
Power &communication 

(Select Welding) 
24V GND CANH CANL 

PW and PW1 are all power supply ports. PW is 3.96 mm pitch, and PW1 is 2.54 mm pitch. The product with PW is 12 mm thick, and with 
PW1 is 7.5mm thick, and only the PW terminal is welded when the product leaves the factory.  

If welding the PW1 terminal is required, please indicate it when ordering. 

S1 
SERIAL COMMUNICATION 

TERMINAL RESISTOR 
JUMPER 

Short jumper to connect serial communication resistor. 

SZ Function setting jumper 
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BL2000-HEH-N6 Dimensional Drawing 

unit：mm 

 

Dimensional Drawing of the front                                Dimensional Drawing of side 

 

Dimensional Drawing of the screen                               Dimensional Drawing of the back 
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Model BL2000-HEH-N14 
Order information on: B conventional supply 

cycle.C/D contact the sales manager to confirm 

Display type Segment display 

 

Display direction Vertical 

DIMENSIONS OF PCB 
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BL2000-HEH-N14 Dimensional Drawing 

unit：mm 

 

Dimensional Drawing of the front           Dimensional Drawing of side 

 

  Dimensional Drawing of the screen 
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Model BL2000-HEH-N14H Order Information:B conventional supply cycle 

Display type Segment display 

 

Display direction Horizontal 

DIMENSIONS OF PCB 

130mm*72mm*7.5mm 

（The total thickness including the terminal is 

14.6mm） 

Dimensions of Installation Baseboard   No installation baseboard  

Information for similar type 

Model Display color PCB COLOR 

BL2000-HEH-N14H B  White character with Black background black 

Terminal definition and function description 

Terminal  Function  
Pin definition 

1 2 3 4 

PW Power &communication 24V GND CANH CANL 
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Model BL2000-HEH-P1 
Order information on: A/B conventional 

supply cycle.C contact the sales manager to 
confirm 

LCD type Segment LCD 

  

Display direction Vertical 

DIMENSIONS OF PCB 176mm*126mm*13.5mm 
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BL2000-HEH-P1 Dimensional Drawing 

  

Dimensional Drawing of the front                                       Dimensional Drawing of side 

      
 Dimensional Drawing of the back 
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BL2000-HEH-Q1 Dimensional Drawing 

 

Dimensional Drawing of the front                        Dimensional Drawing of side 

 

  Dimensional Drawing of the back 
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Model BL2000-HEH-M7 
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Port-transformer Type Call Display Board 
 

Model BL2000-HQK-V9.2 Order Information: Conventional supply cycle 

Production Function Calling board of Group control 

 

DIMENSIONS OF PCB 66mm*97mm*20mm 

Dimensions of Installation Baseboard   No installation baseboard  

Information for similar type 
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Model BL2000-HXJ-V9 Order Information: Conventional supply cycle 

Production Function Calling board of Group control 

      

DIMENSIONS OF PCB 107mm*65mm*16.5mm 

Dimensions of Installation Baseboard   No installation baseboard  

Terminal definition and function description 

Terminal 
Terminal 

specifications 
Function  

Pin definition 
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BL2000-HXJ-V9 Dimensional Drawing 

 

 
Dimensional Drawing of the front 

 

 

 
Dimensional Drawing of side 

 

 

 
J5 sequence number diagram 
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BL2000-HXK-
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Appendix A Floor Address Setting 

A.1 Setting with key-press or jumper  
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Appendix B Function setting 

B.1 Dot Matrix Display Call Board Setting Method   

B.1.1. Setting Method  

1.1.1 Enter function setting 

Select a nearest call board, cut off the power (remove PW).Then insert the jumper according to the setting method of the 

corresponding Model call board in the text,it will enter function setting. 

1.1.2 Function setting operation 

After entering function setting, direction dot matrix will show “U” and “P” in turn. While showing “U”, the number in floor dot 

matrix is current custom number. While showing “P”, the number in floor dot matrix is program version. Press “AN” button to enter 

function setting. (If no AN button on the call board, the dot matrixes flicker 3 times, and then it enters the function setting mode.)   

In function setting interface, direction dot matrix shows item number and floor dot matrix shows current value. For example, 

2 Setting Item number, 2 means inspection display setting 

1 Car display board setting, 1 means normal display in inspection mode   

3 Call board setting, 3 means no direction but only character display in inspection mode 

Pressing AN button will switch among dot matrix. The selected dot matrix will flicker and then you can set its value. Press up call 

button SH and down call button XH to set the current value. For call boards without setting buttons, press the Up Call button to 

select the dot matrix block. The selected dot matrix will flash and the value can be set. Press the Call button to change the current 

setting value. 

1.1.3 Save and transmit setting   

After setting complete, you need save current setting (Refer to 2.20 for details) of current call board.。 

If you want to update and synchronize all call board setting, you can enter Transmit setting item in inspection mode and static 
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homing completed  

3 no direction and characters   

4 no direction, only characters (Only 
for call board)   

1.2.6 Setting Item 5 – Setting of parking characters (Car display board is same with call board)   

L, R value: 01=ZT, 02=PARK, 03=     

Default setting: 01   
 
1.2.7 Setting Item 6 - Setting of full load status (Only for call board)   

L, R value: 01 normal display   

02 Display direction and characters   
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In setting mode, floor display-area displays current user code and program version. Following the character U, current user code is 

displayed. Following   

the character P, it is current program version. Above contents flicker 3 times, and then system enters the function setting mode.   

Left figure displays setting item code, and right figure displays current function number.   

 

1 Setting item code, that means call display setting in parking period.   

1 means system displays normally in parking period. Arrived at the base floor 30 second later, system 

displays offPress up-call button to change setting item, and press down-call button to change the current set value.   

3. Save and transmit set value   

To finish this function setting, current setting should be saved. (Refer to B2.2.15 for details)   

If the whole call system update is needed, enters transmit set item(Refer to B.2.2.16 for details) after saving operation and the car 

is in INSP and parking status, and transmit the setting to other call boards and COP display boards.     

4. Exit the Setting Mode   

Pull out the JC jumper, and system enters normal work mode.   

If pull out the jumper before transmitting and saving parameters operations, all the function parameters will not be changed.   

B.2.2 Setting Items   

B.2.2.1 Setting Item 0 - COP display Parking Status Setting   

N Value: 1 Normal display. Arrive at the base floor 30 seconds later, display off.   

2 Not display direction and floor, but display sign, and arrive at base floor 30 seconds 
later, display off.   

3 Display off.   

Default: 1 

B.2.2.2 Setting Item 1 - Call Board display Parking Status Setting   

N Value: 1 Normal display. Arrive at base floor 30 seconds later, display off.   

2 Not display direction and floor, but display sign, and arrive at base floor 30 seconds 
later, display off.  

3 Display off.   

4 Not display direction and floor, but display  sign.   
Default: 2   

B.2.2.3 Setting Item 2 - Setting of error display (Only for COP display board)   

N Value: 1 Normal display.     

2 Display characters.   

3 Display characters while stop, and display normal while running.   
4 Characters and floor display in turn.   

Default: 3   
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3 Not display direction, but display characters FIRE   
Default: 1   

B.2.2.8 Setting Item 7 
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N flickers and changes from 3 to 0, indicating that the settings have been sent to other elevator call boards in the 

system, otherwise it means that the sending has failed.  

Note: This function must be performed when the elevator is under maintenance and stopped, otherwise other 

elevator call boards will not receive parameters. 

 

B.3 Segment LCD Display Call Board Setting Method 2 

B.3.1 Setting Method   

1 Enter function setting   

Select a nearest call board, cut off the power (remove communication cable J1). Short the jumpers JC. Then power on, it will enter 

checking mode. Press up-call button and down-call button at the same time, 2 or 3 seconds later, it enters the setting mode.   

2. Function setting   

In setting mode, floor display-area displays current user code and program version. Following the character U, current user code is 

displayed. Following the character P, it is current program version. Above contents flicker 3 times, and then system enters the 

function setting mode.   

In function setting mode, left figure displays setting item code, and right figure displays current function number.  

1-Setting item code. That means English car status display  

0- means English car status not display  

 

Press up-call button to change setting item, and press down-call button to change the current set 

value. 

3. Save and transmit set value   

To finish this function setting, current setting should be saved. (Refer to B.3.2.10 for details)   

If the whole call system update is needed, enters 
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B.3.2.6 Setting Item 5 - Error Display Setting (Only for COP board)   

N Value: 1 Normal display   

2 Display characters   

3 Display characters while stop, normal display while running.   
4 Display characters and floor in turn.   

Default: 3   

Display Error：Error F, Door Open Error n, Door Close Error u, Door Stop Error o   

B.3.2.7 Setting Item 6 - Display Mode   

N Value: 0 Not flicker at speed-change floor   

1 Flicker at speed-change floor   
Default: 0   

B.3.2.8 Setting Item 7 - Arrival Lamp Setting   

 N Value: 0-Flicker   

1-Not flicker   
Default: 0   

B.3.2.9 Setting Item 8 - Arrival Gong Setting   

N Value: 0-7   

Arrival signal last time: (2+N*0.5) seconds   
Default: 0   

B.3.2.10 Setting Item 9 - Save Setting   

Press down-call button, 3 seconds later, N start to flicker, and N changes from 3 to 0 which means saving 
current setting success.   

B.3.2.11 Setting Item T – Save and Transmit Setting   

Press down-call button for 3 seconds, transmission starts. Transmission will be carried out for 3 timers, and N shows 
the residual number of transmissions in processes. N Flickers and changes from 3 to 0 which means transmit to 
other call-boards successfully or else failed.  

Note: This function must be operated in inspection mode and the elevator must stop, otherwise, other call board 
will not receive the settings.   

B.4 Group Control Call Board Setting Method   

B.4.1 Setting Method   

1 Enter function setting  
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N Value: 0-8 

Default: 0 

B.4.2.2 Setting Item 1 - Arrival Lamp Pulse Interval Setting   

Arrival Lamp Pulse Interval: (1+N)*0.5 seconds   

N Value: 0-8  

Default: 0 

B.4.2.3 Setting Item 2 - Arrival Lamp Mode Setting  

                N Value: 0 Arrival lamp output flickeringly according to pulse interval. 

1 Continuous output while arrival lamp effective.   

2 Arrival lamp output once according to pulse interval.[Note]  

Default: 0  

Note: While N is set to 0 or 1, the requirement of arrival lamp effective is a speed-change signal occurs in 

current door zone or door is open in current door zone.   

While N is set to 2, the requirement of arrival lamp effective is a speed-change signal occurs in current 

door zone 

 

B.4.2.4 Setting Item 3 –Call button background lamp setting 

N Value：0 no background lamp 

1 with background lamp 

Default: 0 

B.4.2.5 Setting Item 4 –Arrival bell output distinguishes between up and down setting 

N 取值：0 Arrival bell output does not distinguish between up and down 

1-8 Arrival bell output is divided into up and down, up to station ringing once, down to station ringing twice, 

down to station clock two output time interval (N*0.5) seconds  

Default: 0 

B.4.2.6 Setting Item 5- Save Setting 

Press up-call button and down-call button at the same time, 3 seconds later, N start to flicker, and N changes from 3 

to 0 which means saving current setting success. 

B.4.2.7 Setting Item 
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  Value: 0- Output in conformity to 0.5 second pulse interval when lift arrival.  
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B.6.2.2 Setting Item 1 - Call Board display Parking Status Setting 

 N Value: 1 Normal display direction and floor, display sign. After 30 seconds later, display off 

2Not display direction and floor, display sign. After 30 seconds later, display off 

3 Display off. 

 4 Not display direction and floor, but display  sign. 

Default: 2 

B.6.2.3 Setting Item 2 - Setting of error display (Only for COP display board) 

 N Value: 1 Normal display direction and floor, display sign. 

2 Display characters; 
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B.6.2.10 Setting Item 9 - Arrival Lamp Setting（BL2000-
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Cut off the power(remove communication cable),short the jumper SZ,then power on , it will enter checking mode 

2. Function setting 

After setting the function, the current customer number and program number are displayed. When U is displayed, the following 

content is the current customer number, and when P is displayed, the following content is the current program number. After flicked 3 

times, it enters the function setting. 

 In setting mode, Left figure displays setting item code, and right figure displays current function number.for example: 

Left 0 Setting item code, that means call display setting in parking period 

Right 1 means system displays normally in parking period. Arrived at the base floor 30 

seconds later, system displays off. 

Press up-call button to change setting item, and press down-call button to change the current set value. 

3. Save and transmit set value 

To finish this function setting, current setting should be saved. (Refer to B7.2.9 for details) 

4. Exit the Setting Mode 

Power off ,and then pull out the JC&SZ jumper, then power on, and system enters normal work mode 

If pull out the jumper before transmitting and saving parameters operations, all the function parameters will not be changed. 

B.7.2 Setting Items  

B.7.2.1 Setting Item 0 - COP display Parking Status Setting 

 N Value: 1 Normal display direction and floor, display sign. After 30 seconds later, display off 

2Not display direction and floor, display sign. After 30 seconds later, display off 

3 Display off. 

 Default: 1 

B.7.2.2 Setting Item 1 - Setting of error display  

 N Value: 1 Normal display direction and floor, display sign. 

2 Display characters; display sign 

3 Display characters while stop, and display normal while running. ; display sign 

4 Characters and floor display in turn, display sign 

Default: 3 

Error display characters: Error F, Door open error n, Door close error u, Door stop error o  

B.7.2.3 Setting Item 2–Car Display Board 
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